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301« INAMOBILE SWITCHING CENTER, IDENTIFYING A TRANSITION TO 1X
FOR A WIRELESS COMMUNICATION DEVICE

v

IN THE MOBILE SWITCHING CENTER AND IN RESPONSE TO
302 |DENTIFYING THE TRANSITION, TRANSFERRING AN INITIAL ADDRESS
MESSAGE TO A MEDIA GATEWAY CONTROLLER

v

IN THE MEDIA GATEWAY CONTROLLER AND IN RESPONSE TO THE

303N INITIAL ADDRESS MESSAGE, INVITING AN INTERROGATING CALL
SESSION CONTROL FUNCTION TO PROCESS THE TRANSITION
304 ¥ IN THE INTERROGATING CALL SESSION CONTROL FUNCTION AND IN

RESPONSE TO THE INVITATION FROM THE MEDIA GATEWAY
CONTROLLER, QUERYING A HOME SUBSCRIBER SERVER FOR
SUBSCRIBER INFORMATION AND INVITING AN APPLICATION SERVER
TO PROCESS THE TRANSITION

v

305¥Y IN THE APPLICATION SERVER AND IN RESPONSE TO THE INVITATION
FROM THE INTERROGATING CALL SESSION CONTROL FUNCTION,
INVITING A SERVING CALL SESSION CONTROL FUNCTION TO PROCESS
THE TRANSITION

v

306 v IN THE SERVING CALL SESSION CONTROL FUNCTION AND IN

RESPONSE TO RECEIVING THE INVITATION FROM THE APPLICATION

SERVER, TRANSFERRING AN INVITATION COMPRISING AT LEAST THE

SUBSCRIBER INFORMATION TO THE MOBILE GATEWAY CONTROLLER
TO FACILITATE THE VOLTE COMMUNICATION

FIGURE 3
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1
SECURE WIRELESS DEVICE HANDOFF

TECHNICAL BACKGROUND

Wireless communication systems typically include wire-
less access systems with equipment such as wireless access
nodes along with various control and routing nodes that pro-
vide wireless access to communication services for wireless
communication devices over wireless links. A typical wire-
less communication system includes systems to provide wire-
less access across a geographic region, with wireless cover-
age areas associated with individual wireless access nodes.
The wireless access systems exchange user communications
between wireless communication devices, service providers,
and other end user devices. The user communications typi-
cally include voice calls, data exchanges, web pages, stream-
ing media, or text messages, among other communication
services.

In some wireless communication systems, more than one
wireless communication network can be employed across a
similar geographic region, with each wireless communica-
tion network including one or more sectors of wireless cov-
erage. For example, a first wireless network employing a first
wireless communication protocol can be deployed along with
a second wireless network employing a second wireless com-
munication protocol. Separate wireless access equipment can
be deployed for each wireless network, such as when a Long
Term Evolution (LTE) network is deployed over a similar
geographic area as a CDMA2000 1x wireless network or
other wireless networks.

In some examples, it may be beneficial to handoff data
communications from a first network to another overlapping
network. Some instances where this may be beneficial
include moments when the signal strength ofthe first network
is diminished, the speed of the overlapping network is greater,
and the security is better on the overlapping network, amongst
other possible beneficial handoff moments. As a result, it is
necessary to efficiently, quickly, and securely transition a
wireless device from the first network to the second network.

OVERVIEW

Examples disclosed herein provide systems and methods
for rolling over a Voice over Long Term Evolution commu-
nication from one communication network to another. In one
example, a method of transitioning a Voice over Long Term
Evolution (VOLTE) communication from Long Term Evolu-
tion (LTE) communication format to 1x communication for-
mat includes, in a mobile switching center, identifying a
transition from the LTE communication format to the 1x
communication format for a wireless communication device.
The method further provides, in the mobile switching center
and in response to identifying the transition, transferring an
initial address message to a media gateway controller. The
method also includes, in the media gateway controller and in
response to the initial address message, transferring a first
invitation to an interrogating call session control function to
process the transition to the 1x communication format.

The method further comprises, in the interrogating call
session control function and in response to the first invitation
from the media gateway controller, transferring a query to a
home subscriber server for subscriber information and trans-
ferring a second invitation to an application server to process
the transition to the 1x communication format. Once the
invitation is received by the application server, the method
provides transferring a third invitation to a serving call ses-
sion control function to process the transition to the 1x com-
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munication format and, in the serving call session control
function and in response to receiving the third invitation from
the application server, transferring a fourth invitation to the
media gateway controller to facilitate the VoLTE communi-
cation using the 1x communication format.

BRIEF DESCRIPTION OF THE DRAWINGS

Many aspects of the disclosure can be better understood
with reference to the following drawings. The components in
the drawings are not necessarily to scale, emphasis instead
being placed upon clearly illustrating the principles of the
present disclosure. Moreover, in the drawings, like reference
numerals designate corresponding parts throughout the sev-
eral views. While several embodiments are described in con-
nection with these drawings, the disclosure is not limited to
the embodiments disclosed herein. On the contrary, the intent
is to cover all alternatives, modifications, and equivalents.

FIG. 1 illustrates a system for Voice over Long Term Evo-
lution handoffs between wireless communication networks.

FIG. 2 illustrates an overview for Voice over Long Term
Evolution handoffs.

FIG. 3 illustrates a method for Voice over Long Term
Evolution handoffs between wireless communication net-
works.

FIG. 4 illustrates a timing diagram for Voice over Long
Term Evolution handoffs between communication networks.

FIG. 5 illustrates an overview for Voice over Long Term
Evolution handoffs.

FIG. 6 illustrates a timing diagram for terminating Long
Term Evolution communications in a Voice over Long Term
Evolution handoff.

DETAILED DESCRIPTION

Wireless communication devices may provide a user with
avariety of different applications and processes that commu-
nicate using one or more wireless communication networks.
Such applications and processes may include voice calls,
email applications, and file sharing applications, amongst
other possible applications. In some examples, a wireless
device may initiate a communication using a first wireless
communication protocol, but may handoff to a second com-
munication protocol based on a network condition. This net-
work condition may include the device moving outside the
coverage are for the first communication protocol, the first
communication protocol becoming overly congested, or the
security becoming compromised on the first communication
protocol, amongst a variety of other network conditions.

In one example, a user of the wireless device may initiate a
Voice over Long Term Evolution (VOLTE) communication
using Long Term Evolution or LTE communication format.
During this communication, the wireless device may require
a handoff to a 1x communication format, such as Evolution-
Data Optimized or CDMA2000 1x, based on a network con-
dition. This handoff requires interaction between the net-
worked devices that provide the initial communication on the
LTE network and the networked devices that provide the
communication on the 1x network. By communicating with
one another, the device may be quickly and securely handed
down from the LTE network to the 1x network.

To further illustrate the VOLTE handoff from L'TE commu-
nication protocol to 1x communication protocol, FIG. 1 is
included. FIG. 1 illustrates a system 100 for handing off a
VoLTE communication between wireless networks. System
100 includes wireless communication device (WCD) 110,
eNoodeB 120, serving gateway (SGW) 122, mobility man-
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agement entity (MME) 124, packet data network gateway
(PGW) 126, base station 140, mobile switching center (MSC)
142, IP multimedia subsystem (IMS) 150, and media module
152. ENodeB 120, SGW 122, MME 124, and PGW 126 are
used to provide WCD 110 with LTE communications. MSC
142 connected to base station 140 may be used to provide 1x
communications to WCD 110. IMS 150 is an architectural
framework for configuring and delivering IP multimedia ser-
vices to various wireless devices. In some examples, this
multimedia may include VoLTE communications between
two or more wireless devices. Media module 152 includes
media gateway controller (MGC) 153 and media gateway
(MGW) 154 that allow a call from WCD 110 to communicate
with other network elements. Communication links 160-167
are used to provide wired or wireless communication
between the various elements in system 100. Wireless com-
munication sectors 170-171 are used to provide wireless
communications to WCD 110.

In operation, WCD 110 may initiate a VoL.TE communica-
tion using eNodeB 120, IMS 150, and LTE communication
format. In such instances, WCD 110 will communicate data
across wireless communication link 170 to eNodeB 120,
which will then facilitate access to media module 152 using
SGW 122 and PGW 126. Once the VOLTE communication is
initiated, WCD 110 may then require a handoff to a 1x com-
munication network that is enabled by base station 140. This
handoff may be due to a loss in signal strength for LTE, an
increased amount of noise or congestion on eNodeB 120, or
any other factor that may cause a transition to 1x communi-
cation format.

Once the handoff is required and identified by MSC 142,
MSC 142 will then initiate the transition of the VoLTE com-
munication from LTE to 1x. Inthe present example, MSC 142
is configured to transfer an initial address message (IAM) to
MGC 153. MGC 153 is then configured to invite control
functions within IMS 150 to handle the transferred commu-
nication. Once the communication handoff is processed in
IMS 150, IMS 150 will then re-invite MGC 153 to facilitate
the 1x communication in the same way that it facilitated the
VoLTE communication on the LTE network.

Turning now to FIG. 2, FIG. 2 illustrates an overview 200
of the operation of an IP multimedia subsystem for VoLTE
communication handoffs. Overview 200 includes media
module 210, home subscriber server 215, and IP multimedia
subsystem (IMS) 220. IP multimedia subsystem 220 is an
example of IMS 150, although other examples may exist. [P
multimedia subsystem 220 further includes interrogating call
session control function (I-CSCF) 230, serving call session
control function (S-CSCF) 240, proxy call session control
function (P-CSCF) 250, and application server 260. Media
module 210 further includes a media control function and a
media gateway.

I-CSCF 230 is a session initiated protocol (SIP) function
that is used to as a forwarding point for SIP packets in a
domain. S-CSCF 240 is a SIP server that communicates with
home subscriber server 215 to download user profiles that are
necessary for the communication of a wireless communica-
tion device. P-CSCF 250 is a SIP proxy that is typically used
as the first point of contact for the IMS terminal and may be
used to provide subscriber authentication. Application server
260 represents a VOLTE application server capable of provid-
ing VoLTE services to various wireless communication
devices.

In operation, media module 210 may receive an initial
address message indicating a VoLTE communication transi-
tion from LTE to 1x for a wireless device. Once this message
is received, media module 210 may then directly invite
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I-CSCF 230 to process the transition request. [-CSCF 230 is
then configured to determine subscriber information about
the wireless device from home subscriber server 215, and
request application server 260 to process the 1x communica-
tion transition. The subscriber information from home sub-
scriber server 215 may include roaming permissions, charg-
ing and billing information, encryption information, and any
other relevant information about the requesting user device.

In response to the request from I-CSCF 230, application
server 260 is then configured to re-invite S-CSCF 240 to
handle the continued VoLTE communication on the 1x net-
work. Upon negotiation of the re-invite from application
server 260, S-CSCF 240 is then configured to re-invite the
MGC within media module 210 to handle the 1x continuation
of the VOLTE communication. In some examples, this re-
invitation to media module 210 may include the user or sub-
scriber information that was gathered by home subscriber
server 215. The home subscriber information may then be
used by media module 210 to ensure the validity of the wire-
less device making the handoff request.

In some instances, once the communication has been rolled
over at media module 210, application server 260 may be
configured to terminate the LTE connection for the wireless
device. Referring back to FIG. 1 as an example, IMS 150 may
be configured to communicate with eNodeB 120 to ensure
that the LTE communication is terminated between WCD 110
and eNodeB 120. Once disabled, WCD 110 may then con-
tinue the VOLTE communication using 1x communication
format and media module 152.

Although illustrated outside of IP multimedia subsystem
220, it should be understood that home subscriber server 215
may be implemented as part of IP multimedia subsystem 220.
Further, it should be understood that although IP multimedia
subsystem 220 appears as a single module in the present
example, [P multimedia subsystem 220 may be implemented
on one or more computing or processing systems.

Referring now to FIG. 3, FIG. 3 illustrates a method of
operating a communication system to facilitate a VoL TE com-
munication handoff from LTE communication format to 1x
communication format. The method includes, in a mobile
switching center, such as MSC 142, identifying a transition to
1x for a wireless communication device (301). In operation,
a mobile device, such as WCD 110, may initiate a VoOLTE
communication using LTE communication format. This com-
munication may use network elements such as eNodeB 120,
SGW 122, MME 124, and PGW 126. Once the device or the
eNodeB identifies a network condition that requires the
device to be handed down to the 1x communication network,
a handoff initiation can be delivered from the mobile man-
agement entity to the mobile switching center indicating the
change requirement.

Once received by the mobile switching center, the mobile
switching center is then configured to transfer an initial
address message to a media gateway controller (302). Insome
examples, the media gateway controller is the same controller
that was used to provide the VoLTE communication on the
LTE communication network. As a result, the media gateway
controller is required to transition the call to the 1x commu-
nication network.

In response to receiving the initial address message, the
media gateway controller is configured to invite the interro-
gating call session control function (I-CSCF) to process the
transition to the 1x communication network (303). Once
received, [-CSCF is then configured to initiate the rollover
procedures necessary within the IP multimedia subsystem,
including inquiring the home subscriber server for informa-
tion about the mobile device requesting the handoff and
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requesting the VoLTE application server to process VOLTE
transition (304). The information requested from the home
subscriber equipment may include roaming permissions,
charging and billing information, encryption information,
and any other relevant information about the mobile device
and the communication.

Upon the VoLTE application server receiving the request,
the VOLTE application server will then re-invite the serving
call session control function (S-CSCF) to process the transi-
tion of the VOLTE communication (305). In some examples,
the S-CSCF may be the same control function that was used
when the VOLTE communication relied on the LTE commu-
nication network. Responsive to this re-invitation, S-CSCF
will then transfer an invitation to the mobile gateway control-
ler to facilitate the communication (306).

Turning now to FIG. 4, FIG. 4 illustrates a timing diagram
400 for transitioning a VoLTE communication from LTE
communication format to 1x communication format. Over-
view 400 includes mobile switching center 410, media gate-
way controller 420, interrogating call session control function
(I-CSCF) 430, home subscriber server (HSS) 440, applica-
tion server 450, and serving call session control function
(S-CSCF) 460.

In operation, mobile switching center 410 will identify a
transition from LTE communication format to 1x communi-
cation format for a wireless communication device. Once this
transition is identified, mobile switching center 410 is con-
figured to transfer an IAM message for delivery to media
gateway controller 420. This IAM message is the first mes-
sage sent to inform the partner switch that a call has been
established, in this case, the transition to 1x. In response to the
IAM message, media gateway controller 420 is configured to
hold the current VoLTE call on the LTE network and invite
I-CSCF 430 to assist in the new communication using 1x
communication format. Once the invitation is received by
I-CSCF 430, I-CSCF is then configured query HSS 440
regarding subscriber information for the call, and invite appli-
cation server 450 to assist processing the 1x communication.
In the present example, application server 450 is configured
to act as a VOLTE server with hardware, software, firmware,
and any other necessary element to assist in configuring the
VoLTE communication.

Upon receipt of the invitation from I-CSCF 430, applica-
tion server 450 is then configured to re-invite S-CSCF 460 to
process the 1x communication. In some examples, S-CSCF
460 is the same serving control function that was used for the
communication on the LTE network. As aresult, S-CSCF 460
is configured to start managing the 1 x communication as well
as the LTE communication. Additionally, in response to the
invitation from application server 450, S-CSCF 460 is also
configured to re-invite media gateway controller 420 to
handle the transitioned communication.

In some examples, the re-invitation to media gateway con-
troller 420 may include information that was gathered from
HSS 440. Media gateway controller 420 may then use the
subscriber information to verify the communication from the
wireless communication device, and ensure that the handoff
to the 1x communication format is proper.

Once the communication has been configured on media
gateway controller 420, application server 450 may then be
configured to terminate the LTE communication. This termi-
nation may include passing a termination command to each of
the control functions responsible for carrying out the com-
munication, including I-CSCF 430 and S-CSCF 460, as well
as passing a termination command to the LTE network
devices, including the eNodeB, the gateways, and the wire-
less communication device itself. Upon termination, the
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device may then be rolled over to the 1x communication
format and the VoLTE call may be continued.

To further illustrate the VoLTE communication handoff
from LTE communication format to 1x communication for-
mat, FIG. 5 is included. FIG. 5 illustrates an overview 500 of
handing off a VoLTE communication from LTE communica-
tion format to 1x communication format. Overview 500
includes WCD 510, eNodeB 520, SGW 522, PGW 524,
MME 550, BS 540, MSC 542, media module 552, HSS 526,
and IMS 560. Media module 552 further includes MGC 553
and MGW 554. IMS 560 further include I-CSCF 562,
S-CSCF 564, P-CSCF 566, and application server 568.
Although illustrated separately from IMS 560, it should be
understood that HSS 526 might be incorporated within IMS
560.

In operation, WCD 510 may initiate a VoL'TE communica-
tion using the LTE network provided by systems such as
eNodeB 520, SGW 522, PGW 524, and MME 550. Once the
call is initiated, WCD 510 may then require a handoff to a 1x
network that is provided by base station 540. When this
occurs, eNodeB 520 or WCD 510 will identify that a transi-
tion is required and send a transition initiation request to
MME 550, which will then forward the request to MSC 542.

In response to receiving the initiate transfer request, MSC
542 will then transfer an IAM message to MGC 553 on media
module 552. This IAM message is the first message sent to
inform the partner switch that a call has been established, in
this case, the transition to 1x. Once received by MGC 553,
MGC 553 will then invite I-CSCF 562 to assist in handling the
transitioned call to the 1x communication network. I-CSCF
562 is then configured to, in response to the invite, query HSS
526 for subscriber information about the wireless device
making the call, and further to invite application server 568 to
process the call on the 1x network.

Upon receipt of the invitation from I-CSCF 562, applica-
tion server 568 will then invite S-CSCF 564 to process the
VOLTE call as it transitions to the 1x communication format.
In some examples, S-CSCF 564 may be the same control
function that was used when the VoLTE communication was
using the LTE communication network. Thus, the invitation
to S-CSCF 564 may be a re-invite to handle the communica-
tion on the 1x network.

In response to the invitation from application server 568,
S-CSCF 564 is then configured to re-invite media gateway
controller 553 to process the 1 x communication of the VOLTE
call. In some instances, the re-invitation may include sub-
scriber information that was gathered from HSS 526. This
information may then be used by media module 552 to verify
the communication and the rollover from LTE to 1x. After the
re-invitation and the verification is complete, media module
552 is able to receive and process communications for WCD
510 across the 1x communication network.

Further, although not illustrated in overview 500, once the
1x communication is configured, application server 568 may
be configured to terminate the connections across the LTE
communication network. For example, application server
568 may communicate with the various control functions,
which in turn will communicate with the various LTE net-
work systems and WCD 510 to cease the LTE communica-
tion. Thus, once the LTE communication has been termi-
nated, the only communication that remains is the call across
the 1x communication network.

To further illustrate the termination of the LTE communi-
cation, FIG. 6 is included. FIG. 6 illustrates a timing diagram
600 for terminating ['TE communication upon a handoff of a
wireless communication device. Timing diagram 600
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includes application server 610, S-CSCF 620, P-CSCF 630,
eNodeB 640, and wireless communication device 650.

In operation, WCD 650 may initiate a VoL.TE communica-
tion using LTE and then require a transition down to 1x
communication format. Once the communication is ready on
the 1x network, the LTE communication links need to be
terminated because the device is no longer using the path. As
illustrated in FIG. 6, application server 610 is configured to,
once the 1x communication is constructed, initiate termina-
tion of the LTE communication. In some examples, this may
consist of a termination signal that is communicated from
application server 610 to S-CSCF 620. In turn, S-CSCF 620
is configured to transfer a termination signal to P-CSCF 630,
and P-CSCF 630 is configured to forward the termination
signal to eNodeB 640. Once the termination signal is received
by eNodeB 640, eNodeB 640 may then terminate the com-
munication with WCD 650. As a result of these termination
communications, WCD 650 may then be disconnected from
P-CSCF 630.

Returning to FIG. 1, WCD 110 comprises RF communi-
cation circuitry and an antenna. The RF communication cir-
cuitry typically includes an amplifier, filter, modulator, and
signal processing circuitry. WCD 110 may also include a user
interface, memory device, software, processing circuitry, or
some other communication components. WCD 110 may be a
telephone, computer, e-book, mobile Internet appliance,
wireless network interface card, media player, game console,
or some other wireless communication apparatus.

ENodeB 120 and base station 140 each comprise RF com-
munication circuitry and an antenna. The RF communication
circuitry typically includes an amplifier, filter, RF modulator,
and signal processing circuitry. ENodeB 120 and base station
140 may each also comprise a router, server, memory device,
software, processing circuitry, cabling, power supply, net-
work communication interface, structural support, or some
other communication apparatus.

SGW 122, MME 124, PGW 126, MSC 142, IMS 150, and
media module 152 may each comprise computer systems and
communication interfaces. These devices may also include
other components such as a router, server, data storage sys-
tem, and power supplies. SGW 122, MME 124, PGW 126,
MSC 142, IMS 150, and media module 152 may reside in a
single device or may be distributed across multiple devices to
provide communications to WCD 110.

Wireless sectors 170-171 include wireless links that use the
air or space as a transport media. In the present example,
wireless sector 170 is used to provide WCD 110 with Long
Term Evolution communication format and wireless sector
171 is used to provide WCD 110 with 1x communication
format. 1x communication format may include Evolution
Data Only (EVDO), CDMA2000, and 1xRTT, amongst other
possible 1x communication variations.

Communication links 160-167 use metal, glass, air, space,
or some other material as the transport media. Communica-
tion links 160-167 could use various communication proto-
cols, such as Time Division Multiplex (TDM), Internet Pro-
tocol (IP), Ethernet, communication signaling, Code
Division Multiple Access (CDMA), Evolution Data Only
(EVDO), Worldwide Interoperability for Microwave Access
(WIMAX), Global System for Mobile Communication
(GSM), Long Term Evolution (LTE), Wireless Fidelity
(WIFI), High Speed Packet Access (HSPA), or some other
communication format—including combinations thereof.
Communication links 160-167 could be direct links or may
include intermediate networks, systems, or devices

The above description and associated figures teach the best
mode ofthe invention. The following claims specify the scope
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of'the invention. Note that some aspects of the best mode may
not fall within the scope of the invention as specified by the
claims. Those skilled in the art will appreciate that the fea-
tures described above can be combined in various ways to
form multiple variations of the invention. As a result, the
invention is not limited to the specific embodiments described
above, but only by the following claims and their equivalents.

What is claimed is:

1. A method of transitioning a Voice over Long Term Evo-
Iution (VoLTE) communication from Long Term Evolution
(LTE) communication format to 1x communication format,
the method comprising:

in a mobile switching center, identifying a transition from

the LTE communication format to the 1x communica-
tion format for a wireless communication device;

in the mobile switching center and in response to identify-

ing the transition, transferring an initial address message
to a media gateway controller;

in the media gateway controller and in response to the

initial address message, holding the VoOLTE communi-
cation and transferring a first invitation to an interrogat-
ing call session control function to process the transition
to the 1x communication format;

in the interrogating call session control function and in

response to the first invitation from the media gateway
controller, transferring a query to a home subscriber
server for subscriber information and transferring a sec-
ond invitation to an application server to process the
transition to the 1x communication format;

in the application server and in response to the second

invitation from the interrogating call session control
function, transferring a third invitation to a serving call
session control function to process the transition to the
1x communication format; and

in the serving call session control function and in response

to receiving the third invitation from the application
server, transferring a fourth invitation to the media gate-
way controller to facilitate the VoLTE communication
using the 1x communication format.

2. The method of claim 1 further comprising:

prior to identifying the transition from the LTE communi-

cation format to the 1x communication format for the
wireless communication device, initiating the VoL.TE
communication in the wireless communication device
using the LTE communication format.

3. The method of claim 1 further comprising:

in the media gateway controller and in response to receiv-

ing the fourth invitation from the serving call session
control function, re-initiating the VoL TE communica-
tion using the 1x communication format.

4. The method of claim 3 further comprising:

in the application server and in response to re-initiating the

VoLTE communication, terminating L'TE communica-
tion links with the wireless communication device.

5. The method of claim 4 wherein terminating the LTE
communication links with the wireless communication
device comprises at least:

terminating communication between an eNodeB and the

wireless communication device.

6. The method of claim 1 wherein identifying the transition
from the LTE communication format to the 1x communica-
tion format for the wireless communication device comprises
receiving a handoff initiation from a mobility management
entity.

7. The method of claim 6 wherein the handoff initiation is
triggered by an eNodeB.
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8. The method of claim 6 wherein the handoff initiation is
triggered by the wireless communication device.

9. The method of claim 1 wherein the 1x communication
format comprises Evolution-Data Optimized communication
format.

10. The method of claim 1 wherein the 1x communication
format comprises CDMA2000 communication format.

11. A method of operating a media gateway controller to
facilitate a transition of a Voice over Long Term Evolution
(VoLTE) communication from Long Term Evolution (LTE)
communication format to 1x communication format com-
prising:

receiving an initial invitation from an IP multimedia sub-

system to initiate the VoOLTE communication using the
LTE communication format for a wireless communica-
tion device;

receiving an initial address message from a mobile switch-

ing center indicating the transition from L'TE communi-
cation format to 1x communication format for the wire-
less communication device;

in response to the initial address message, holding the

VoLTE communication and transferring an invitation to
an interrogating call session control function to process
the transition, wherein the interrogating call session
control function transfers a query to a home subscriber
server for subscriber information for the wireless com-
munication device and transfers a second invitation to an
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application server to process the transition to the 1x
communication format; and

receiving a re-invite from a serving call session control

function to process the VOL'TE communication using 1x
communication format, wherein the serving call session
control function receives a third invitation from the
application server to process the transition and, respon-
sive to the third invitation, transfers the re-invite to the
media gateway controller.

12. The method of claim 11 further comprising:

in response to receiving the re-invite, reinitiating the

VoLTE communication using 1x communication for-
mat.

13. The method of claim 11 wherein the 1x communication
format comprises Evolution-Data Optimized communication
format.

14. The method of claim 11 wherein the 1x communication
format comprises CDMA2000 communication format.

15. The method of claim 11 wherein the re-invite com-
prises subscriber information for the wireless communication
device.

16. The method of claim 15 wherein the subscriber infor-
mation is used to verify the wireless communication device.

17. The method of claim 11 wherein the transition occurs in
response to a change in network conditions.

#* #* #* #* #*



